
@ R^PUBLIQUE FRANCAISE 

INSmUT NATIONAL 
M U PROPRIETE INDUSTRIELLE 

PARIS 



® NO 



de publication : 



(A n'utilUer que pour 
le claftomont et tes 
Gommandss do reproduction}. 

(§) d'enregistrBment national 
(A utiltor pour \b% paiements d'annuitfts, 
iw dsmandM d« eopiw ofTicieiles «t toutot 
Butret corrvspondances avtc n.N.P.l.) 



2.227.951 



74.15337 



DEMANDE 
DE BREVET D'INVENTIQN 



[ 



V PUBLICATION 



@ Date de Mp&t ... 

^ Date de hi ml$e b la disposition du 
public de ia demande 



3 niai 1974, 4 14 h 8 mn. 

B.O.P.I. - «Listss> n; 48. du 29-1M974. 



£y aassineaUOn internaUonsle (Int. a.y B 32 b 29/00; D 21 h 1/22. 

@ D^nt : VEREINIGTE VERPACKUNGSGESELLSCHAFT M.B.H., 
R6pubUqua FM6rale d'Allemagne. 



rfeidant en 



@ Tltulalre ; fttem (71) 

@ Mandataire : Michel Lordonnob, B.P. n. 4, 01230 Mpnfgeroa 
@ <^a««=»«fonnant<on«;pennettanthn«H«sion^ 




m "WWtS-xffrwentionnyfrr'^^ 

/e6ma/ 1973, n. P 23 22 866.9 au nom de la demande,^. 



Ve«. to f^clcute. * ,WR,„E„,E NAT.ONALE. 27. n« de b Cp™e«io„ - 75732 PARIS CEDEX 16 



BEST AVAILABLE COPY 



1 



Title: Printable laminated board forming screen and procedure for the 
manufacture thereof 



CLAIMS 

1. Printable laminated board forming screen with a multiple coating, 
characterized in that it is constructed as stated herein, in order from the inside 
to the outside, by a primer coat applied on one side or on both sides thereof 
using mineral pigments and binders, a waterproofing coat comprised of 
vinylidene polychloride or of vinylidene chloride co-polymerization products, and 
a cover coat comprised of an opaque, optically blue pigment, to which securing 
elements may be attached, 

2. Printable laminated board forming screen with a multiple coating which 
is light stable and as claimed under Claim 1 hereinabove, characterized in that 
the boards weighing 200 to 1000 g/m2 undergo an application, in order from 
the inside to the outside, of a primer coat applied on one side or on both sides 
thereof using mineral pigments and binders, a waterproofing coat comprised of 
vinylidene polychloride or of vinylidene chloride co-polymerization products, and 
a cover coat comprised of an opaque, optically blue pigment, to which securing 
elements may be attached. 

3. As per Claim 2 hereinabove, characterized in that primer, 
waterproofing and covering coats are applied thereto totaling a weight of 15 to 
75 g/m2, preferably 22 to 50 g/m2, calculated in dry matter. 



